
Open graded Base (8"-12")
(3/4" Clear or ATSM NO.57)

Undisturbed Native Subsoil

Note: Cement stabilized chip is a mixture of 80% open
graded chip and 20% portland Cement with enough water to
create a pasty yet flowable mix

DriveGrid or permeable geotextile

8" - 12" of open graded base of 3/4" clear (ASTM No.57
Note: ASTM No.2's can be used for the first 25% of this
layer for greater load bearing capacity)

2" thick screeded layer of cement stabilized chip-
open graded - 3/16" - 3/8" (ASTM No.8 or 9)

Porcelain paving Slab 3/4" (20mm) thick

Unilock EnduraColor Plus paver edger

Plastic or aluminum edge restraint
secured with12" spikes

DriveGrid or permeable geotextile

Modified mortar thin-set (back buttered to slab
using a 3/8"-1/2" notched trowel (assists levelling and adhesion)

2" thick layer of cement stabilized chip*
made with open graded (3/16" - 3/8") (ASTM No.9)

Use permeable polymeric jointing sand for joints over 1/8" wide.

Unilock Porcelain Landscape Tile 3/4" (20mm) thick.
Joint spacing approx. 3/8"(10mm)

Unilock EnduraColor Plus paver edger
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Note:

Cement stabilized chip is a mixture of 80% open graded chip and 20% portland Cement with enough water to create a pasty yet flowable mix

Consult a qualified professional engineer to determine site specific construction details.

This cross section is intended for preliminary design purposes only.
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