
Undisturbed Native Subsoil

Topsoil

Note: Specifications for Roof deck applications
must be prepared by a qualified engineer.

Poured-in-place
Concrete Slab

8" - 12" Compacted Granular
Base (3/4" crushed gravel )

1" drain holes - 18" - 24" OC

Poured-in-place Concrete Slab

Unilock Porcelain Landscape Tile 3/4" (20mm)
thick. Joint spacing approx. 3/8"(10mm)

1 1/4" pedestal (install as per manufacturer)
joint ranges may vary 1/8' -1/4" according to
desired appearance

DriveGrid or permeable geotextile

Sufficient base must be used to prevent
frost from moving the concrete slab

Reinforced concrete slab (4" - 8" thick) must slope
min 2% for drainage to an appropriate runoff or drain

1" drain holes - 18" - 24" OC

(Imprevious polymeric jointing sand or modified latex
Grout or polyurethane Sealant/Caulk(suitable for
horizontal surfaces)

Unilock Porcelain Landscape Tile 3/4" (20mm)
thick. Joint spacing approx. 3/8"(10mm)

1 1/4" pedestal (install as per manufacturer)
joint ranges may vary 1/8' -1/4" according to
desired appearance

PAVERS & WALLSUNILOCK.COM    1-800-UNILOCK

P O R C E L A I N ®

PEDESTAL OVER CONCRETE BASE

REF: CS-RES_Porcelain_Pedestal Over Concrete Base

®

Note:

Specifications for Roof deck applications must be prepared by a qualified engineer.

Consult a qualified professional engineer to determine site specific construction details.

This cross section is intended for preliminary design purposes only.
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