
Compacted Granular Base (if site conditions warrant)

Undisturbed Native Subsoil

Topsoil

DriveGrid or permeable geotextile

Sufficient base must be used to prevent frost
from moving the concrete slab

Poured-in-place concrete slab

Bond/Slurry coat (brushed on)

Saw-cut control joints (see below)

Cementitious bedding - (Maximum 1") (Trowelled)

3/8" joint with impervious polymeric jointing sand
or modified latex grout or polyurethane sealant/caulk
(suitable for exterior horizontal surfaces)

Unilock Porcelain Landscape Tile Slab 3/4" (20mm) thick

Reinforced Concrete Slab

Locate saw-cut control joints in accordance with ACI and PCA.
Position saw cuts directly under joints between paving units.

Bond/Slurry coat

Porcelain Paving Slab 3/4" (20mm) thick

Cementitious Bedding - (Maximum 1") (Trowelled)

Fill 3/8" joint with impervious polymeric jointing
sand or modified latex grout or polyurethane
sealant/caulk (suitable for exterior horizontal surfaces)
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CONCRETE PATIO, PORCH OR BALCONY OVERLAY - CEMENTITIOUS BEDDING

REF: CS-RES_Porcelain Overlay_Cementitious Bedding
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Note:

Consult a qualified professional engineer to determine site specific construction details.

This cross section is intended for preliminary design purposes only.
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