
Undisturbed Native Subsoil

Topsoil

DriveGrid or permeable geotextile

8" (200mm) - 12" (300mm) of compacted granular base

Slurry/bond/milk sealer coat brushed on to back of stone prior to
installation of the slabs to limit moisture penetration and prevent staining.

1/2"(10mm)  - 1" (20mm) screeded layer of coarse concrete
sand (torpedo sand)

Use non - permeable polymeric jointing sand in joints.

Unilock Natural Stone 7/8" (22mm) thick.
Joint spacing approx. 1/8" (2.5mm) - 1/2" (10mm)

Plastic or aluminum edge restraint spiked in or
poured in place concrete curb

Important Note: Traditional Sand Set is an older method of
installation and may result in bleed-through staining and/or
efflorescence. It should only be used in warm, dry climates.
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TRADITIONAL SAND SET

REF: CS_RES_Natural Stone on Granular Base with Sand Setting Bed

®

Note:

Traditional Sand Set is an older method of installation and may result in bleed-through staining and/or efflorescence. It should only be used in warm, dry climates.

Consult a qualified professional engineer to determine site specific construction details.

This cross section is intended for preliminary design purposes only.


	Sheets and Views
	CS_RES_Natural Stone on Granular Base with Sand Setting Bed-PDF Layout


