
Geogrid Reinforcement

Well graded, free draining
granular material

Compacted under direction
of Site Geotechnical Engineer

Top of
Siena Stone Wall Length/Type as req. by Design Infill Soil

Coping Unit
SIENA STONE

Standard Unit
SIENA STONE

Filter Cloth

Wood Fence
(design/supply by others)

See notes

Recompacted native material, 
compacted to 95%SPD

300 min.

Wood Privacy Fence

Geogrid Reinforcement cut
perpendicular to wall at
centerline of sonotube

Geogrid Reinforcement Geogrid reinforcement
cut perpendicular to wall 
at centreline of post.  Geogrid
is folded around post and
laid flat in front and behind.

Concrete Foundation

TYP. CROSS SECTIONPLAN VIEW

As req.

300 (12")

PAVERS & WALLS

®

Engineering design by RisiStone Inc.

RisiStone

UNILOCK.COM    1-800-UNILOCK

SIENA STONE®

W/ WOOD PRIVACY FENCE

REF: Detail_SienaStone_500 Wood Fence on Top of Grid Wall

®

3.  Geogrid reinforcement to be cut perpendicular to wall face at centreline of sonotubes.

2. Sonotubes must be placed as retaining wall is constructed.

1. Concrete sonotube, depth as req. by design Wind loading subject to location

Note:
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